
Interpreted Drill Cuttings Description 200/b-069-B / 094-O-15/00   HZ
AKA b-070-B / 94-O-15Formation: Sample Quality: Poor to Fair, 

predominantly coated in Invert mud
fines, finely ground.DEBOLT Well Name:        SMR HZ TATTOO

Status/RR:          N/A
TD Depth/Fmn:  N/A
Examined:          JUL-2009
                            JC Consulting Inc.
                            J Clow, P Geol
                            403 651-7890
File No:               2009-033The Debolt conists of a crypto-micro crystalline and commonly chalky limestone, several intervals a

micro to very fine crystalline, with porosity in the 2-4% to pos 6% range with permeability in the 
0.05-0.5 range. Estimates are very questionable due to the poor sample quality.  An invert mud 
system in combination with a PDC bit result in very poor sample quality.
No tests were reported.
No fracture evidence was observed.
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20 Estimated Porosity 0

Weathered 
sfc

1%

1%

Visually Estimated Perm
0.01 0.1 1 10 100

<0.02 md

<0.02 mD

SH: dk gy, gy blk, fissile.

SH, com wh clyst.

SLTST: tr varb mat, rr-tr glauc, com LIMONITE.

LS: cryptoxln, brn, arg, dense.

LS: as abv.

LS: cryptoxln, brn, arg, dense

LS: cryptoxln, brn, arg, dense.
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20 Estimated Porosity 0

20 Estimated Porosity 0

1-2%

1-2%

? due to poor spl 
quality

1-3% to pos  6% 
intxln & vuggy por

 2-4% ?

2-4%

1-3% ?

1-2 to tr 3%

Visually Estimated Perm
0.01 0.1 1 10 100

Visually Estimated Perm
0.01 0.1 1 10 100

<0.02 md

<0.02 mD

0.05-0.5 to 
pos 1-2 md 
?

0.05-0.3 md 
?

0.05-0.3 md, 
?

0.05-0.3 mD

<0.03 md

LS: crypto-micro xln, sl earthy, tr crinoids, arg, MDST.

LS; crypto-micro xln, sl earthy, sl arg, lt-med brn, 1-2% 
por, <0.02 md.

LS: off wh, chalky, softened by invert & coated with 
invert fines material

LS: micro-vf xln, lt-med brn,  tr ctgs with pin point vugs
1-3% to pos  6% intxln & vuggy por, 0.05-0.5 to pos 1-2 
md ?? due to poor spl quality.

LS: off wh, chalky, softened by invert & coated with 
invert fines material.

LS: micro-vf xln, lt-med brn to off wh & lt brn, spls 
coated with invert fines, 2-4% por, 0.05-0.3 md.

LS: micro-vf xln, lt-med brn to off wh & lt brn, spls 
coated with nver fines, 2-4% por, 0.05-0.3 md, ?

Invert fines coated samples

LS: micro-vf xln, comly arg, 2-3% por, 0.05-0.3 mD

LS: micro-vf xln, comly arg, 2-3% por, 0.05-0.3 mD

LS: micro xln, med-dk brn, arg, sl slty, tr bit mat, 1-2%, 
<0.03 md

LS: crypto-micro xln, brn, arg, , 1-2% por, 0.01 mD.
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<0.02 md

<0.02 md

LS: crypto-micro xln, arg, pos crinoids, crinoidal 
mudst?


