Monitoring Well Network Project

Peace Region, British Columbia, Canada

EERI-25

Backfill

Date Drilled . September 2019 Drilled By - Omega Environmental Driling
Energy and Environment Research Initiative Location :Rolla, BC
Dept of Earth, Oceans, & Atmospheric Sciences Equipment Boart Longyear LS600 Sonic Track Sonic (0.D. = 1524 cm) 2 0-43m
University of British Columbia Logged By : Andrew Allen
Sampled By : Elyse Sand|
. GRAIN SIZE &
Well: 3" PVC, 20 slot LITHOLOGY
Depth
in Water Info gravel  sand silt clay DESCRIPTION
Meters | | | |
0 - -
] Topsoil, dark brown, sand/silt w/ clay.
] Silty clay, dark grey, medium-dense, trace granules and pebbles.
5

] Silty clay diamict, clay/silt/fine sand matrix with granule/pebble clasts, increase
i in sand content with depth.
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. Silty clay, trace granules, medium-dense, oxidized clasts and anhydrite
- present at top of interval.
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] 7 / P -,'. ,'. 4y Clay silt diamict, silt/clay/v.f. sand matrix, pebble/granule clasts, very dense
B Sand Pack UL and oxidized.
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] Mudstone, incompetent bedrock, oxidation decreases with depth.
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