Monitoring Well Network Project EERI-28
Peace Region, British Columbia, Canada -
Date Drilled 1 9/24/2019 - 9/25/2019 Drilled By . Omega Environmental Drilling
Energy and Environment Research Initiative Location :Boundary Lake, BC
Dept of Earth, Oceans, & Atmospheric Sciences Equipment - Boart Longyear LS600 Sonic Track Sonic 0-44.5m
University of British Columbia Logged By - Elyse Sand| Air Rotary - 445.62.8m
Sampled By : Elyse Sand|
. GRAIN SIZE &
Well: 3" PVC, 20 slot LITHOLOGY
Depth
in Water Info gravel  sand silt clay DESCRIPTION
Meters | | | |
0 and/chips i i f
4 P Topsoil: brown clay with organics and rootlets, trace gravel, trace sand, soft.
1 Silt, light brown, trace very fine sand, zones of orange oxidation, dry, loose.
5 —
= Fine sand to v. fine sand, light brown, damp, loose.
- Very fine sand to fine sand. Light brown to orange-brown, trace silt, well
10— sorted, loose, 2mm laminations.
15— — —— - -
i Brown clay with fine sand laminations, medium stiff.
] Very fine to fine sand, light orange-brown, well sorted, dry, loose.
20 — prout Clay diamict, mottled olive grey, light brown and yellowish brown clay with
1 laminations of silt and very fine sand, former gravel clasts weathered to fine
i sand pockets.
25—
30
35—
40 —
T Grout Incompetent shale, dark grey to brown, trace fine sandstone between 55-61
] m.
45 —
b Bent. Pellets
50— @52.4m First
- sign of
| moisture
55 - @53.9m Sand Pack
i Sgpm Screen
60 — Backfill
7] SRS At Slough
65 —




