Monitoring Well Network Project

Peace Region, British Columbia, Canada

EERI-15

Date Drilled 08/1/2019 - 8/2/2019 Drilled By . Omega Environmental Drilling
Energy and Environment Research Initiative Location : North of Fort St. John, BC
Dept of Earth, Oceans, & Atmospheric Sciences Equipment - Boart Longyear LS600 Sonic Track Sonic (0.D.= 1524 cm) 0-78m
University of British Columbia Logged By - Alex Nott Air Retary (0.D. = 12.7 cm) 78-86.9m
Sampled By - Andrew Allen
. GRAIN SIZE &
Well: 3" PVC, 0.020 slot LITHOLOGY
Depth
in Water Info gravel  sand silt clay DESCRIPTION
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7 " Topsoil, dark brown, soft silty loam.
5 _: vy Clayey silt diamict, soft dark brown matrix. Clast content increases
m from 5 to 25% with depth, predominantly sandstone clasts 1-3mm.
] Small 1cm sand interlayers common. Coal fragments @51.5m.
10
15
20
257 @25.9m
] Driller reports
_7] loosing water
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] ‘. Sandy diamict, steady transition from finer matrix diamict above.
55 — [’ Very dense, 10% clasts. Irregularly stratified sands and clays in this
7] [r° interval.
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7] Silty clay diamict, 30% clasts 1-3mm. Odd hydrocarbon smell in
4 certain sections.
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] Shale interlayered with upper/lower medium sandstone.
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