Monitoring Well Network Project

Peace Region, British Columbia, Canada

EERI-18 A&B

Date Drilled . 8/6/2019-8/7/2019 Drilled By - Omega Environmental Driling
Energy and Environment Research Initiative Locafion : NW Dawson Creek EERI 18A: 23" PVC: 20.9m
Dept of Earth, Oceans, & Atmospheric Sciences Equipment Boart Longyear LSB00 Sonic Track EERI 18B: 4" PVC + apen hole: 46 8m
University of British Columbia Logged By  Alex Nott Sonic (0.D. = 15.24 cm)
Sampled By : Andrew Allen HQ Core (0.D. = 8.89 cm)
GRAIN SIZE &
Well: 18B: 4" PVC + open hole Well: 18A: 3" PVC, 20 slpt LITHOLOGY
Depth
in gravel sand silt clay DESCR'PT|ON
Meters | | | |
0— - —
. Silty clay diamict, soft, 15% clasts, 2 mm average. Small patches of
b oxidation common.
7 Grout
5

] 4"PVC Grout

10 : - - -
] Bent. Pellets + Sand Fine upper to lower medium sandstone. No major structures, grey,
] many small thin siltstone laminae.
J 7 7/Zl Bent. Chip Sandstone with siltstone interlayers. Finely interbedded sandstone
] 4 A with lesser siltstone. Minor zones of jointing with oxidation. Contact

15— e Lt with underlying siltstone is sharp, but extends through a rubble zone
= Sand Pack|

20 m -+ Screen
] Siltstone with sandstone interlayers of varying thickness. Minor
] fault gauge, ball & pillow structures, escape structures, oscillation
— ripples, and diagenic pyrite observed. Many zones of moderate
] jointing, but no major faulting.
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