Monitoring Well Network Project

Peace Region, British Columbia, Canada

EERI-19

Date Drilled ©8/10/2019 - 8/11/2019 Drilled By . Omega Environmental Drilling
Energy and Environment Research Initiative Location : Groundbirch, BC
Dept of Earth, Oceans, & Atmospheric Sciences Equipment - Boart Longyear LS600 Sonic Track Sonic (0.D.= 1524 cm) 0-475m
University of British Columbia Logged By - Alex Nott Air Retary (0.D. = 12.7 cm) 475-658m
Sampled By - Andrew Allen
GRAIN SIZE &
Well: 3" PVC, 0.020 slot LITHOLOGY
Depth
in Water Info gravel  sand silt clay DESCRIPTION
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- Clay, dark brown and mottlled light brown, soft, trace granules.
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4 Dry silt
] Clayey silt, dry and dense.
10 —
15 Very fine sand and silt
] Silty clay diamict with lesser fine sand in dense matrix. Clast content
20— fluctuates from 15-40%, generally increasing in % with depth.
] Clasts are rounded to sub angular, granule to cobble in size.
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] Incompetant shale/mudstone, dark grey/black, muddy, some zones
407 of oxidation.
45 ] Competant shale/mudstone, switch from sonic to air rotary at 47.5m
50
55 . Mudstone with lesser sandstone. Sandstone content increases
1 @57.9m First with depth, but mudstone is always dominant lithology.
50— moisture Bent. Chips
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